
ROUND 12,7 x 99mm  
different projetile types 

TECHNICAL DATA-SHEET 
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Calibre [mm] 12,7 x 99 mm MANUFACTURER EUROPEAN AMMO FACTORY 

Round weight [g] 115 ± 5 g YEAR OF PRODUCTION various 

Projectile weight [g] Different by type 

 

Propellant mass [g] 15 ± 0,4 g 

Length of cartridge [mm] 138,0 - 139,0 mm 

Muzzle velocity [m/s] 880 ± 5 m/s 

Maximum effective range [m] 1 800 m 

Armour penetration [mm] 15 ± 2 mm (at 0° angle up to 100 m) 

Operating temperature [°C]  -50 ÷ +50°C 

Weapons compatibility 
Heavy machine gun 12,7mm M2, M2HB 

M2QCB and aircraft type FN M3P 

P
A

C
K

IN
G

 D
A

TA
 

Type of packing: 

140 rounds are packed in a M2A1 metal 
box, 2 boxes are packed in a wooden 
case: total 280 pcs are packed in the box 

DGR CAT 

 

BOX DIMENSIONS [mm] VOLUME [m3] GROSS MASS [kg] 
1.4G 

UN № 
380 x 330 x 180 mm 0,023 m3 32,0 kg 

0300 
Herein specified technical data are informative only and subject to amendment without previous notice. HEAVY MACHINE GUN AMMUNITION 
 


